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ANGLE CONSULTING is pleased to offer an extensive raofyBit Equipment,
described on the following pages, to be used with the A1GRdédig car.

For more information please contact Perry Cohn on:
+44 (0) 845 430 3213 (Tel)
+44 (0) 870 112 3213 (Fax)
+44 (0) 7973 289 819 (Mob)

info@angleconsulting.cofEmail)

All prices are in Pounds Sterling (£), and are subject td WA17.5%.

Nominal Lead Time is 3-4 weeks.
The lead time for the load cells used on the Set-Up Wheéi§ iweeks.

Pictures are for guidance purposes only. The final details maghtslightly.



A Frames

Lightweight, polished stainless steel stands, supporting thenoaach of the rear
axles, allowing the floor to be easily removed. Used inwartjon with the Front
Support (Zimmer Frame) and Front High Stand. Low profile ang teggack.

The central inserts are manufactured from aluminium.

For those teams with existing A-Frames, inserts can be ggedhwhich allow the
original specification A frames to be used with the A1KRR.

A Frames (new) £ 399.00 /PR
A Frame Inserts £ 165.00 /PR

High Stands (Front, Rear)

Lightweight, polished stainless steel stands, used to suppaartiae a comfortable
working height. Collapsible and easy to pack.

Front stand incorporates a support mechanism allowing it to barusedjunction
with the Front Support (Zimmer Frame).

Rear Stand £320.00 EA
Front Stand £390.00 EA



Low Stands
Lightweight and easily transportable, used to support theisaoff the ground,

taking load off the tyres when in the garage, used duringnersgiart-ups and gearbox
checks, as well as for supporting a car during a nose replateme

Low Stands £149.00 PR

Front Quicklift Jack

Lightweight jack, used to lift the front of the car duringetghanges, or onto the low
stands. Supplied with polyurethane wheels, which are both quiet ruamingurable.

This can be supplied in both Standard and Race versions.
The Standard version is inherently stable, and the cavetait supported on the jack.
The Race version is inherently unstable, allowing for fasteratipn during a pit stop.

The original A1 GP front jack can also be retro-fittedwéitnew splash and brackets,
as well as being repolished and fitted with new wheels.

Front RACE Quicklift Jack £ 706.00 EA
Front STANDARD Quicklift Jack £ 716.00 EA

ReConditioning of Existing Jack £ 490.00 EA



Rear Quicklift Jack

Lightweight jack, used to lift the rear of the car duripige tchanges, pit stops and onto
the low stands. Supplied with polyurethane wheels, which are bothranieng and
durable.

As with the front quicklift jack, the Rear Quicklift jadk also supplied as a Race
version.

The Race version is inherently unstable, allowing for fasteratipn during a pit stop.
Rear RACE Quicklift Jack £ 445.00 EA

Tyre Trolleys and Wheel Covers

Manufactured from polished stainless steel, and able to trarkspoes, the tyre
trolley is easily manoeuvred and collapsible for easy transport.

The tyre dolly, consisting of a circular base on 4 castorsalsm support 4 tyres.
Used for easily moving tyres around the garage.

Tyre Trolley £ 975.00 EA
Tyre Dolly £198.00 EA



Front Wing Adaptor — Air Lift

A front wing adaptor is available to be fitted to commeigiavailable air-lifts.
Designed specifically for the A1 GP FO1 front wing, the aolapdre manufactured
from composite material.

The adaptors will have to be drilled and fitted to théftsiby the teams.

Front Wing Adaptor £299.00 EA

Set Up Wheels and Load Cells

The A1GP FO01 car will be supplied together with a vehicle dycsisoftware
package and Set-Up wheels, fitted with dummy load cells.

In the interests of cost control, and due to the fact that e existing teams
already use Set-Up wheels with load cells, the new Settéel have been designed
so that they can either use Dummy Load Cells, or use tengxioad cells.

The teams who choose to purchase new load cells with gtaipsvheels will
receive State of the Art load cells, junction box with inéional power supply (100-
240V), software and the relevant PC card.

Those teams who wish to use their existing load cellsretam their load cells to
Angle Consulting for re-calibration, and if necessary — repaemacement.

Recalibrated load cells will be returned with calibratentificates for each load cell.

Load Cells & Software for Set-Up Wheels £ 6450.00 SET
Recalibration of Existing Load Cells £ 1250.00 SET



Set Up Pads

Designed with ease of set-up and transportation in mind, théBads comprise 4
triangular pads, each with an easy levelling mechanism.

Used in conjunction with the Set-Up Wheels (described prevyipukey provide an
accurate set-up platform.

Titanium pads on each platform ensure that the set-up wheela lraeesurface to
act upon.

Set Up Pads £ 1620.00 SET

Set Up Beam

Designed to be used in conjunction with the Set Up Wheel$)isEtds and Toe
Bars, these precision machined aluminium extrusion bars (frorfeandprovide an
accurate reference edge (accuracy of 0.0005), from whicheidhth can be
accurately measured.

Set Up Beams £ 625.00 SET



Toe Bars (Front and Rear)

Used in conjunction with the Front Support and the rear jacking gpbeEront and
Rear Toe Bars allow an accurate and repeatable stringpliveset up around the car.

Toe Bar Set £ 375.00 SET

Starter Motor Spares

Various spares are available for the new starter motendsy, as well as for the
existing starter trolley.

Starter Shaft £ 209.00 EA
Starter Coupling £ 74.00 EA
Battery (12V) TBA

24V Charger TBA

Extension Lead (3m)£ 30.00



Gearbox Spline Tool

A gearbox spline tool is available, which allows the laystwalie rotated as the
gearbox is being fitted to the engine.

Incorporating a 3/8” drive in the rear, it can be used siiéindard tools.

Alternatively, a spare starter shaft can be usechidsame purpose, as well as having
the advantage of having a spare.

Spline Tool £ 99.00
Starter Shaft £ 209.00

Run-up Hubs

A set of rear run up hubs, to allow the engine to be runngotree gears gone through,
without having to fit proper wheels and tyres.

Run-Up Hubs£ 219.00 SET

Fuel Churn

Manufactured by ATL, this 25 litre fuel churn and refuelliradve fit the valve
supplied with the A1 GP car.



25 L ATL Fuel Churn

Male ATL Refuelling Valve
Silicone hose

Assembly Price - £ 495.00

Pushrod Setting Gauge

Used to accurately set the length of pushrods and wishbones, tieermarked in
1mm increments, and comes with a variety of pins tmalbr different rod-end sizes.

Machined from aluminium, with a black anodised surface, takkimgs are laser
etched. Your logo can be etched onto the surface as well.

Pushrod Setting Gauge £ 372.00 EA
Fire Blanket
An insulated blanket to go over the rear wing, protecting theestduring fire-up.
Fire Blanket £ TBA

NOTES:

All prices are in Pounds Sterling (£), and are scijo VAT at 17.5%.

Any VAT to be reclaimed due to export will be reflad to the customer upon production of a valid
export certificate.

Subject to the provision of a valid VAT number, ersifrom member countries of the EU will be
exempt from VAT.

Nominal Lead Time is 3-4 weeks.

The lead time for the load cells used on the SetAthgels is 4-6 weeks.

Whilst every effort has been made to ensure stwloffiprices, Angle Consulting Ltd reserves théntig
to alter prices. Any orders placed prior to a prise, and confirmed by deposit, will be honoured a
the original price.

Upon receipt of a Purchase Order, Angle Consuliivith issue a Pro-Forma Invoice.

A deposit of 50% is required with order. The bakmdll be due 1 day before delivery.

All goods remain the property of Angle Consulting! luntil paid for in full.

All prices are exclusive of delivery.

Any orders cancelled will be subject to a canciellafee.
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