
 

 

 
 
 

 
 
 
 

 
 
 
 

SUPERLEAGUE FORMULA  
 

PIT EQUIPMENT  
 

Version R3 
June 2008 

 
 
 
ANGLE CONSULTING is pleased to offer an extensive range of Pit Equipment, 
described on the following pages, to be used with SUPERLEAGUE FORMULA 
racing cars. 
 
For more information please contact Perry Cohn on: 
 
 +44 (0) 845 430 3213 (Tel) 
 
 +44 (0) 870 112 3213 (Fax) 
 
 +44 (0) 7973 289 819 (Mob) 
 
 info@angleconsulting.com (Email) 
 
All prices are in Pounds Sterling (£), and are subject to VAT at 17.5%, where 
applicable. 
 
Nominal Lead Time is 3-4 weeks. 
The lead time for the load cells used on the Set-Up Wheels is 4-6 weeks. 
 
Pictures are for guidance purposes only. The final details might vary slightly. 
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A Frames 
 
Lightweight, polished stainless steel stands, supporting the car on each of the rear 
axles, allowing the floor to be easily removed. Used in conjunction with the Front 
Support (Zimmer Frame) and Front High Stand. Low profile and easy to pack. 
 
The central inserts are manufactured from aluminium. 
 

 
 

       A Frames £ 399.00 /PR 
 
High Stands (Front, Rear) 
 
Lightweight, polished stainless steel stands, used to support the car at a comfortable 
working height. Collapsible and easy to pack. 
 
Front stand incorporates a support mechanism allowing it to be used in conjunction 
with the Front Support (Zimmer Frame). 
 

 
 

       Rear Stand £320.00 EA 
       Front Stand £390.00 EA  
Front Support (Zimmer Frame) 
 
Lightweight aluminium structure, attached to the front bulkhead of the car when the 
nose assembly has been removed. Operates in conjunction with the Front High Stands 
and A Frames, allowing the floor to be easily removed. 
 
Provision is also made for the mounting of the Front Toe Bar and Front Ride Height 
Beam, ensuring accuracy and repeatability during car set-up. 
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Please note that the Front Toe Bar, shown below, is not included with the Front 
Support. The drop bars for the Ride Beam are included. 
 
There is also a cross member, allowing for the airlift to lift the front of the car using 
the Zimmer Frame. 
 
 

 
 
      Front Support £715.00 EA 
 
Low Stands 
 
Lightweight and easily transportable, used to support the car just off the ground, 
taking load off the tyres when in the garage, used during engine start-ups and gearbox 
checks, as well as for supporting a car during a nose replacement. 

 
 
       Low Stands £149.00 PR 
 
Bodywork Stands 
 
Lightweight, polished stainless steel stands, used to support the Engine Cover and 
Sidepods. Collapsible and easy to pack. 
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      Bodywork Stands £ 585.00  
 
Nose Stand 
 
This lightweight, polished stainless steel construction will both protect the Nose and 
Front Wing of a car when not in use, as well as providing a tasteful display platform 
at the front of the garage. 
 

 
       Nose Stand £ 88.00 EA  
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 5 

Front Quicklift Jack  
 
Lightweight jack, used to lift the front of the car during tyre changes, or onto the low 
stands. Supplied with polyurethane wheels, which are both quiet running and durable. 
 

        
 

This can be supplied in both Standard and Race versions. 
The Standard version is inherently stable, and the car can be left supported on the jack.  
The Race version is inherently unstable, allowing for faster operation during a pit stop. 

 
    Front RACE Quicklift Jack  £ 706.00 EA 

Front STANDARD Quicklift Jack £ 716.00 EA 
 
Rear Quicklift Jack 
 
Lightweight jack, used to lift the rear of the car during tyre changes, engine starting 
and onto the low stands. Supplied with polyurethane wheels, which are both quiet 
running and durable. 
 
As with the front quicklift jack, the Rear Quicklift jack is also supplied in both 
Standard and Race versions. 
The Standard version is inherently stable, and the car can be left supported on the jack.  
The Race version is inherently unstable, allowing for faster operation during a pit stop. 
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    Rear RACE Quicklift Jack  £ 435.00 EA 
    Rear STANDARD Quicklift Jack   £ 445.00 EA 
 
 
Tyre Trolleys and Wheel Covers 
 
Manufactured from polished stainless steel, and able to transport 4 tyres, the tyre 
trolley is easily manoeuvred and collapsible for easy transport. 
 
The tyre dolly, consisting of a circular base on 4 castors, can also support 4 tyres. 
Used for easily moving tyres around the garage. 
 
The wheel covers serve a dual purpose, depending on how the tyres and wheels are 
stored. They serve to both protect the rims, as well as display sponsors logo’s 
prominently. Manufactured from aluminium sheet, they can be supplied plain, or 
finished in a colour of your choice. 
 
 
 
 
 
 
 
      Tyre Trolley  £ 975.00 EA 
      Tyre Dolly  £ 198.00 EA 
      Wheel Covers  £ 99.00 SET 
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Front Wing Adaptor – Air Lift  
 
A front wing adaptor is available to be fitted to commercially available air-lifts. 
Designed specifically for the Super League Formula front wing, the adaptors are 
manufactured from composite material. 
 
The adaptors will have to be drilled and fitted to the airlifts by the teams. 

 
      Front Wing Adaptor £299.00 EA 
 
 
Dive Bottles and Trolleys 
 
The dive cylinder trolleys have polished stainless steel frames with cylinder 
restraining straps, 6” wheels with needle roller bearings, pressed steel centres and 
solid rubber tyres. There is also a hose rack/support at the rear of the trolley. 
 
The single bottle consists of a 15 litre, 232 bar dive cylinder with rubber boot foot, 
valve assembly with removable blanking plug to allow easy recharging of the cylinder. 
There is a Harris Hi Flow regulator, rubber gauge covers and ½” BSP male outlet. 
 
The double bottle assembly consists of the same equipment as above, other than there 
are 2 bottles, each cylinder having an independent valve. One regulator is used for 
both bottles. 
 

 
 
    Single Bottle Trolley   £ 275.00 EA 
    Double Bottle Trolley  £410.00 EA 
    Single Bottle/Reg(w/o trolley) £ TBA SET 
    Double Bottle/Reg (w/o trolley) £ TBA SET 
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Set Up Wheels 
 
Designed to work in conjunction with the Set-Up Pads described below, the Set-Up 
Wheels comprise 4 alloy ‘wheels’ each incorporating 2 load cells, allowing corner 
weights to be accurately recorded and wheel alignment to be accurately set and 
measured. 
 
Software designed to complement the system ensures that all data can be easily 
displayed on a laptop, with the facility to store and recall data. Supplied complete 
with 110/230 V power supply, these units can be used internationally. 
 
The software can also be customised to your team, displaying your team colours and 
logo. 
 
The Set-Up Wheels can also be supplied with Dummy Load Cells. This allows for all 
the benefits of increased accuracy and repeatability to be realised, without the added 
cost of the load cells themselves. 
 
If this option is chosen, the set-up wheels can be used with conventional corner 
weight scales. 
 
Roller balls on the base of the load cells ensure easy toe and camber adjustment, and 
flat areas on the wheels allow for easy camber and toe measurements. 
 
Used in conjunction with the Set-Up Beam, ride heights can be repeatedly and 
accurately measured. 
 
The load cells and software can be added at a later date. 
 
The pictures below depict a car with Set-Up Wheels, Ride Height Beam, Front 
Support and Set-Up Pads. The Set-Up Beam, Set-Up Pads and Front Support are not 
included in the price of the Set-Up Wheels. 

 
 

         
 

Set-Up Wheels with Dummy Load Cells    £ 2995.00 SET 
Load Cells & Software for Set-Up Wheels  £ 6450.00 SET 
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Set Up Pads 
 
Designed with ease of set-up and transportation in mind, the Set-Up Pads comprise 4 
triangular pads, each with an easy levelling mechanism.  
 
Used in conjunction with the Set-Up Wheels (described previously), they provide an 
accurate set-up platform. 
 
Titanium pads on each platform ensure that the set-up wheels have a true surface to 
act upon. 
 
 
       Set Up Pads £ 1620.00 SET 
 
Set Up Beam  
 
Designed to be used in conjunction with the Set Up Wheels, Set Up Pads and Toe 
Bars, these precision machined aluminium extrusion bars (front and rear) provide a 
1900 mm reference edge, from which ride heights can be accurately measured. 

 
      Set Up Beams  £ 625.00 SET 
Toe Bars (Front and Rear) 
 
Used in conjunction with the Front Support and the rear jacking point, the Front and 
Rear Toe Bars allow an accurate and repeatable string line to be set up around the car. 
 
The best accuracy of set-up is achieved when used together with the Set-Up Wheels 
previously described. 
 
. 

 
      Toe Bar Set £ 375.00 SET 
       
 
       
 
Starter Motor Kit  
 
The starter motor kit incorporates a starter motor with planetary reduction gearbox, as 
well as an onboard trickle charger for the batteries. A ‘kettle lead’ will be supplied so 
that the unit can be charged whenever it is not in use.  
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Supplied as a complete unit with trolley, 2 off 12V batteries and starter lead. 
 

     
 

 
 
      Starter Motor Kit £ 3400.00 EA 
      Spare Starter Shaft £ 210.00  
      Spare Coupling £ 75.00 
      Extension Lead 3m £ 28.00 
      
 
Travel Damper Kit  
 
Comprises a car set of travel dampers, each ‘damper’ with LH and RH threads 
allowing for easy length adjustment. 
 
     Travel Damper Kit £ 201.00 CAR SET 
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Run-up Hubs 
 
A set of rear run up hubs, to allow the engine to be run up, and the gears gone through, 
without having to fit proper wheels and tyres. 

 
 
       Run-Up Hubs £ 219.00 SET 
Dip Stick 
 
Accurately calibrated for the Super League Formula oil tank, the dipstick comprises a 
spring steel ‘blade’ and turned aluminium handle for ease of holding. 
 
       Dip Stick £ 115.00 EA 
 
Fuel Churn  
 
Manufactured by ATL, this 25 litre fuel churn and refuelling valve fit the valve 
supplied with the Super League Formula car. 
 

 
 
     25 L ATL Fuel Churn  
     Male ATL Refuelling Valve  
     Elbow and Silicone hose  
     Assembly Price     - £ 495.00 
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Pushrod Setting Gauge 
 
Used to accurately set the length of pushrods and wishbones, the unit is marked in 
1mm increments, and comes with a variety of pins to allow for different rod-end sizes. 
 
Machined from aluminium, with a black anodised surface, the markings are laser 
etched. Your logo can be etched onto the surface as well. 
 
     Pushrod Setting Gauge £ 372.00 EA 
 
 
NOTES: 
 
All prices are in Pounds Sterling (£), and are subject to VAT at 17.5%, where applicable. 
Any VAT to be reclaimed due to export will be refunded to the customer upon production of a valid 
export certificate. 
Subject to the provision of a valid VAT number, orders from member countries of the EU will be 
exempt from VAT. 
Nominal Lead Time is 3-4 weeks. 
The lead time for the load cells used on the Set-Up Wheels is 4-6 weeks. 
Whilst every effort has been made to ensure stability of prices, Angle Consulting Ltd reserves the right 
to alter prices. Any orders placed prior to a price rise, and confirmed by deposit, will be honoured at 
the original price. 
Upon receipt of a Purchase Order, Angle Consulting  will issue a Pro-Forma Invoice. 
A deposit of 50% is required with order. The balance will be due 2 days before delivery. 
All goods remain the property of Angle Consulting Ltd until paid for in full. 
All  prices are exclusive of delivery. 
Any orders cancelled will be subject to a cancellation fee. 
 
 
 
 
 
 
 
 
 
 
 
 


